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Use sealant when mounting.
Anvand tatningsmedel vid montering.
Pos. | Description/ Bendmning Qty./Antal Part no.
1 Vacuum pump/ Vakuumpump 1 22582
2 Nipple/ Nippel RNI 3/4”-1/2” 1 25201294
4 Drum adapter/ Fatadapter incl. Pos 4-5 1 2085147
5 O-ring 2 2345574
6 Hose/ Slang ~2m, @25mm 1 22588
7 Hose adapter/ Slangfaste 1 48510
8 Quick coupling/ Snabbkoppling 1 44516
9 Nipple/ Nippel 1 48501
10 Needle valve/ Nalventil 1 28513
11 Nut/ Mutter 1 1988211
12 Gauge/ Manometer 1 2326013
13 Nipple/ Nippel RNI 3/4-1/4” 1 25201297
14 Hose/ Slang incl. Mercedes adapt. 1 2295018
15 Suction probe kit/ Sugsonds sats 1 2295014
16 Suction tube/ Sugrér im Accessoz 2090151
Pos. Art no. complete unit
1-5 22582
1-5, 7-12 22584
1-12 22585
1-5, 7-15 22586
7-12 22587

Pos A is dismounted when hose 14 is to be used.

Pos A tas bort nar slang 14 ska anvandas.
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