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Alentec & Orion AB SWEDEN

Subject:  OriLink® R10, What is new
To: OriLink® users

From: OriLink® Support Team

General info

This version has advanced new features that will only work with the installed file sets for OriLink® WinTools and
WinDb manager. It also have a new folder \BackwardCompability\ containing files that will make it backward
compatible if wanted. All system versions can be updated to R10

« IMPORTANT, Always make a backup of the complete C:\Orilink folder before doing
anything !
This makes it easy to go back if something goes wrong.
The database has some design differences for improved support for
more advanced script features
more advanced presets
receipt printing on anything
Messaging service
DbDock Service
Work order and Line number separation
fully operational Work order database

This means that if you want to keep the currently used database after changing to R10 it must be updated
so it is designed as the one that comes in R10. This is not difficult and the easiest way to do that is by
MSAccess. If you want help with this mail the database (OriLinkDB_O2K.mdb renamed to
OriLinkDB_02K.000) to orilink@alentec.se with “R10 database update” as subject.

e« The module software of LED and MPDM that comes in this update supports
FloatPPU
For a computer float values (327.78) and integer (328) are stored in totally different ways
so if your current module software supports IntegerPPU and you flash it with the FloatPPU
software it cannot interpret the set PPU value so the dispense point fails to open when you

try.
To correct it can be done either from the PC or from a keypad. It shows

On a PC something like this is shown “ -#.5”. Change it to the correct PPU. If you do not
know set it to 328.00, in most cases that is good enough.

On a keypad something like “PPU:-6666666666666...." is shown. Do not press <CE>, that
will fail. Press <ENTER> and the dispense point will try to auto-calibrate since it starts with a
sign and the result will be something like “PPU:-0.25”. Press <ENTER> and then type in

the correct PPU. If you do not know set it to 328.00, in most cases that is good enough.

“ o

OBSERVE ! If it is a MPDM configured for industrial functionality remember to also set the PPU
of Port 2 (0.00), 3 (0.00) and 4 (0.00 or 65535.00) otherwise it will not work.

¢ The module software of LED and MPDM and the WinDb Service that comes in R10

supports full use of the OriLink work order database.
WorkOrder, LineNumber, PartNumber, Remaining volume, Open/closed,.....
Reports with Lines on the work order

If there is a faulty mix between module software and WinDb Service you will see log rows in WinDb .log
containing text like “unknown callback locale C”
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? Edit Fast Menu

-Reboot ONLY!
Cancel

What is new ?

Propetties

k|

and latest enhancements.

Modules in General

Reboot Module
added as a property menu item like this.
Since not all configuration parameters “can be”/"are
practical to” read in real-time this feature makes it
possible to take such configuration use without
pressing the reset button of the module or do a

All module software and corresponding active
controls now support module reboot from a PC. Itis

hange Address

Reference:
There are a lot of things that are new so the following is not an attempt to give complete information only the main
“will not affect any configurations settings in the module!
b

Rebook ﬁll:l dule
ReelMumber: I 1
a| MaVMeBMCMD
Cancel |
VEMFIGIVH
¥ Use external user validation
W Usze extemal job validation
¥ Use extemal tark validation

Group:
Nonel
b ask: v alidate user
v %alidate job number
¥ Require volume
¥ Use puls compensation | Use PortB as tigger
[~ Dual/Quadra pulse count
[ Count down
— Huick settings —\
Factory default |

[~ Use Z-signal meter
[ Cyclic dizpense mode

1

Basic walidation |
Full walidation |

“power down” -> “power up”.

QuickSettings
results in a commonly used setting.

Tool tip

Some examples

ann

All modules have quick settings buttons where each button

All graphic objects now shows a "Tool-Tip” info box when howered over with the mouse cursor. The info box
COptional connector

shows what it is and the current status of it.

M
Server is offiine

Device is not ﬁ:uunu:l|

0%

DM5 online |
DMS offline |
Industrial |

I—

I 3280000
Dizabla |

e —

Timneaut:
PRU:
Mir volume: IW
W an wvolume: IW
DB address: % Sec DB Address: |W
LED Address:lw Decimals: |—2
-

TankMa:

111000

Reelis dosed

L]
]

group RE online,

[}
=]
Tank is empty

OriLink® R10, What is new, 180426
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PPU:

LERIoN"
MPDM(10010), REEL100.0cx(1.10)
Float PPU (Decimal PPU) gives a possibility for increased accuracy especially for meters with low PPU and
when dispensing small volumes. Together with the Dual/Quadra mode it can increase accuracy a lot in

Nonel

v Walidate user
Iv Walidate job rumber
v Require volume
v Use puls compensation [ Use PortB as tigger
[~ Use 2-signal meter
[~ Count dowin
— Quick zettings—
Factom default |
Bazic validationl
Full validation |
DMS anline |

Group:
[~ Dual/Quadra pulse count

Mazk:

these situations.
PPU decimals increased from 2 to 4. When semi automatic calibration is done the PPU is calculated with
several decimals so to not degrade calibration when changing other settings the number of decimals has
been increased. This is also a demand when high accuracy dispensing of small volumes is needed.
ReelMumber: I 1
a | MaWVBRFCKD
FEWFFGWMH —Icame'
¥ Use extemnal user validation
¥ Lse external job validation
¥ Use extemnal tank validation

[ Cyelic dispense mode

Sec DB Address: (Secondary Database)
This makes it possible to store transaction record
copies in the database of a printer module even if it

is a PC based system. When a record is stored in
the printer module a receipt is printed if a printer is
attached so this feature can be used for local
receipt printing without involving the PC.
If this feature is not used the address should be set
to 0000 to avoid unnecessary communication.
Timeout: 1
{(Fru: 3280000
Min wvolume: I 050
Max volume: IW
DB Address: | 2395 (5ec DE Addiess: [ o000 DMS offine |
ED Address:| 4007 Decimals: ] 2 Industrial |
TankMo: 1 Dizable |

If the dispense point should not show dispenses on

LED Address:
a LED this should be set to 0000 to avoid
unnecessary communication.

Now supports dual pulse trains.

Industrial mode
With single pulse train you have 5/7 presets and with dual pulse trains you have 4/6 presets.

Gives the possibility to use one small direct operated valve as primary and a big pilot operated valve as a
41001

r 21001 | 1001
1-'1%

secondary flow boost. The Boost valve is open until the remaining volume reaches the MaxVolume setting

Boost valve on port 4 feature
of Port 4 then it closes.
New graphics
Instead of reel icons the icons for port 2 and 3 turns to OK/ERROR signals
and for port 4 it turns into Boost valve status.

New preset feature.
It is now possible to have 2 dispense points with 2/3 presets each.

This feature is enabled again and gives the possibility to make a dispense point dispense a certain volume

Cyclic dispense mode.
with a specified interval.

Automatic Short circuit protection.
Is enabled and improved a lot to reduce the risk for faulty detection
OriLink® R10, What is new, 180426
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Optional connector

The MPDM board has a foot print for an 8-pin optional connector. These pins are

e +5VDC
e RCO
e RC1
e RC2
e REO
e REI1
e RE2
e GND

RCn and REn are IN/OUT - HIGH/LOW digital I/O that can be used by PLC code,

Cyclic dispense mode and script.

New in R10 is that the status of the pins is shown in layouts.

Virtual Mini keypad.

Now looks and works more like a real keypad.

DriLink® PC Keypad (Mini):

mp
wd
up=

OriLink® PC Keypad {Mini)

PIN |

Info

o
|_IU
u:

Lo0k3y

‘pm 2997

-]

Reel 1 Dispvol= 0.000
alve Open Remvol= 2.000

‘ EXIT

To enable it there must be a valid License.dat file for the PC used
that contains the key

[PcKeypad]
Run=1
Otherwise it will fail with the following message.

Dispense point (Reel) status graphics extended

PC Keypad license error!

The current license file is not valid for PC Keypad use,

A dispense point can have several different statuses and so far only Locked, Shorted, Open and Closed
has been visualized. In R10 also the Pre-open and PPU Locked statuses are visualized.

Locked by key-

=y

Closed Pre-open Open PPU Locked . Shorted
switch
1Am1 1Am1 111 1A 171001 111
Hez2
=
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Keypad(10010), KP100.0cx(1.10)

Reader input
Power-up issue with some barcode readers attached when both keypad and reader are connected to the
same mains supply fixed.

Time-out.
Prompt time-out setting in seconds where 0 disables the time-out. This is feature can for example be used
when the reader is outside a door you want to open and the keypad is inside and configured to the PIN
prompt as default.

Pin code prompt.
Now supports 16 characters instead of only 4.

Printer module (10010), PM100.0cx(1.10)
Power-on boot issues for some individual PM’s has been sorted out.

E
Last T
None PC receipt and report printing has been optimized and now supports T, Dok, T, s,k v, T, Do
. 00804, 20160204, 20:19:42, 0 CDM, 1. 4.000 -
both Start200 andStar700 models by default. The default receipt N
00807, 2060204, 206:22:41, 0, CDM, 1 4.000
and reports has to be loaded and flashed from a PC. WaE mBQzne za 0 oM 1 4w
00808, 20MB-0204, 20624:41, 0, CDM, 1 4.000
00810, 20160204, 2062541, 0, CDM, 1 4.000
00811, 2060204, 2002640, o, CDM, 1 4.000 o
. . . . . 00812, 2060204, 2062740, 0, CDM, 1 4.000
It is now possible to download and show all transactions stored in a printer WS amemor e U o T 4
. 00815, 20160204, 20030:41, 0, COM, 1 4.000
mOdUle In a PC |ay0ut 00816, 20160204, 2003140, o, COM, 1 4.000
00g17, 2060204, 20032:41, 0, COM, 1 4.000
00818, 20160204, 2063340, 0, COM, 1 4.000
00818, 20160204, 2063440, 0, COM, 1 4.000
Db Docking Servi k Il PC’ Gt Gmeook w0 w1 4o
oc Ing €rvice wWorks on a S. 00822, 20160204, 203733, 0O oM, 1 4000
00823, 2060204, 2003840, o COM, 1 4.000
00824, 2060204, 2063940, o COM, 1 4.000
. y . 00825, 20M6-02-04, 2004040, o COM, 1 4.000
Improved graphics’ and a transaction download progress bar have been oy amboooy 2® 0w 1 a0 e
added. r
[Dawnloading from module, watt
] 887 of 1715
- Transaction Repots————  Transaction managing—
4l between detes | By job number |
By tiansactionrumber | By employe number | || Delete al transactions |
Report period
From To
’72015—01 o >| [20160208 = save | Cancel |
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TCM/TSM(TCM20010), TCM100.0cx(1.10)

Analogue sensor

Now supports coloring of level marker according to the current stock and the set

Max, Reorder and Stop volumes
It also shows the current stock in %.

All graphic objects
Now shows address and port as Port/Address.

Port properties
Have been split more logical in Tank, Fluid, Pump, Discrete sensor,
Analogue sensor and LED part.

Better explaining text.

Now shows the currently set tank area or if a tank profile is used.

LED update interval can be prolonged to not cause unnecessary load.

Port1 properties on TCM200 8002

= = =
= = =
& & &
o o o0
-
g
3
=

o

I

=

=
208001
28001

0%

— Tank
TankMa: i waste Oi

b ax volume: I 5000.00
Recrder wolume: I 500.00
Stop volume: 250,00

— Geometry

T ankdrealm™2): I 1.000 Generate |
Or load a tank prafile fram file MI
~ Fluid
Fluid name: IW ::f)?:rflg};o:ile is
Fluid partno.: IW uged or

e N E

r— Pump contral [5-pole connector)

V¥ Enable automatic pumpe contral [Sol]

Dizcrete sensor [5-pole connector]
’]7 Ireert input & ™ Irwert input B

—Analogue sensor, 4-20ma [2-pole connectar]

Time constant: I—B
Zern Offset [ omen _ Setzen |
Spah Gain: IW Set full spat |
Senzor range: lw

r~ Show wolume on a LED
Address: 0477 [Def=0]

1 Seconds [Def=1)

/]

Update interval:

Factary defaultl DisableAAWl Eancell QK |

Bl. Nr. GB_PM utgéva B OriLink® R10, What is new, 180426
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OriLink® PC Keypad (Mini)

Info
1 Dispvol= 0.000
alve Open RemVol= 2.000

! i
o |l
x|
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Reference:

ENE Rl
LED module(LED10110), LED100.0cx(1.10)

PIN
‘PIN 2777
PC Keypad license error!
The current license file is not valid for PC Keypad use,

Now looks and works more like a real keypad.

To enable it there must be a valid License.dat file

Virtual Mini keypad
for the PC used that contains the key

Run=1

Clone LED

Improved graphics

Presets

[PcKeypad]
Otherwise it will fail with the following message.

This makes it possible to clone one LED on another. For example

show the dispense of a dispense point on two or more LEDs.
Clone address: 4002 means that this LED also will show the same

thing as the LED with address 4002.
Blinking warning and timeout can be disabled or enabled to support

{30 R
I Cancel

Yizible Time:
|4DD2

[~ Dizable clock
[~ Dizable update waming
[~ Dizable update tims-out

FRL:
Clane address:

b azk:

Preset 11:

Update warning.
prolonged update intervals.
The graphics of the ActiveX control now looks like the actual LED module.
et
j Preset 1: I 1.00

Properties Preset 2: | 200

Change Address Preset 3 200

Preset 4: I 4.00

Manage Presets Preset 5: I—S.DD
Rebaat Maduls Preset B: | £.00
Freset 7: 7.00

Freset 8: a0 Cancel |
Preset 9: a0 D &fault |

Preset 10:

Preset 12:

Preset 13:
Preset 14:

AL

Preset 15:
Preset 16:

The 1-16 Presets can now also be managed from the

PC graphics.

Float PPU can be calibrated by buttons on 23457 and
Preset adjustments now follow the set number of decimals. This makes

23455.
23455 and 23457 supports presets volumes ranges

0.0001-9.9999
or
0.001-99.999
or
0.01-999.99
or
0.1-9999.9

or
1-99999

OriLink® R10, What is new, 180426
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Engine (1.10)

New graphics. ]
Works better for all Windows versions and make it easier to see DRILINK®
the version of OriLink®. Part; COMZ: [EXE]

It now also shows the language setting. Packet/Bytes: 154:6188
CS/AFRATO: 0.0
Met Load: 0=[0]
Automatic tank warnings PC-side Clients: 4[4]
New setting in the OriLink.ini file that enables/disables sound Na of modules: ez
alert Stakus: Online
Yerzion: 1.010 ﬁ
. =]
MONITORING BY3THMS 51

SilentTime=0

lags | Uptme | BootReason
Up ate PNP Array o e i bees
Is now resizable with auto vertical scroll list b o ommn n o eme
Logg|ng 2 TN Tomomes W 907sm

Re
104 TCMNO0  TCMZOIRCS VT 0043103 P

Several new possible log flags have been added, see the manual
inside the Orilink.ini file.

OS version detection
It now detects Windows 7, 8, 8.1 and 10 correctly.

Clock Service (1.10)
Now supports all time zones with or without daylight saving.

WinDb Service (1.10)

Pin codes.

Supports 16 characters alphanumeric pin codes. This makes the use of tags/cards/Dallas keys much
easier.

Work order handling.
Supports Work order line number split, part number, volume verification and status verification

Printing.

Now supports both classic ascii direct printing and printing by the operative system printer queue. This
means that you can now print on “anything” that exists in the network or on the PC itself.

Tanks.
It now fully supports all combinations of tank type and TCM settings.
Logging.

It has several new possible log flags and the logging is improved a lot. It detects Windows 7, 8 and 8.1
correct.

Analogue sensor.
Update time is now adjustable through setting in WinDb.ini file.

[Service]
AnalogueUpdateTime=120

Bl. Nr. GB_PM utgéva B OriLink® R10, What is new, 180426
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Engine oil, , 4.000,00,Jser fok

Engine ail, , 4.000,00,Uzer not
Engine oil, , 4.000,00,Jser fok

0.1.1.
0.1.1.
0.1.1.
0.1.1.

Engine ail, , 4.000,00,Uzer not

Db application (1.10)
Logging

Graphics.
Progress bar added.

OS version detection.
It detects Windows 7, 8, 8.1 and 10 correctly.
— Last Tranzachions:
2200,00869,04,/02/2016,COM

Auto resyncronization.
It autosyncronisated fetched
transactions and transactions in

2200,00370.04/02/2016,C0M
2200.005371,04/02/2016.C0 M

OriLink® Printer module DB pump -= version[1.0

| 872 of 1715

£200,00372.04/02/2016,C0M

— Status

Proper logging to Db.log added.

|D|:uwnlu:|au:|ing tranzaction number [373]

hdodule:;
Lazt time:

Improved information.
Mest tirne:  MaTimer

I
PR100 at address [2200]
201 6-03-071 09:1:3:54

the module if it gets out of sync.

HwMon2, layouts (1.10)

Graphics

Icons are packed more tightly.
Window max size is increased to support larger systems.

OriLink® R10, What is new, 180426
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Aenfec & Orion AB

Reference:

DbDocking Service (1.10)

OS version detection.
It detects Windows 7, 8, 8.1 and 10 correctly.

Graphics.

Improved information.
Progress bar added.

Communication

Uses all latest features and communication libraries.
Works again on all (?) PC’s.

Auto resynchronization.

Resynchronize automatically if synchronization is lost due to FIFO overwrite occurs.

Logging

Proper logging to Db.log added.

History and reports

History view and reports have been added to WinDb Manager.

Adds PM address to Sphere number field in the transaction
database. This makes it possible to select
reports for one mobile system at a time.

Fluid usage by Sphere(s) .

Flrd usage by Spherafs)

Report creafed FOTAT5 07

Sphere number

Enter Sphere number

X

[

1
2001
2002

=10l x|

LoaoN®

NBTECECHON A8 SAEDEN

p— —
LSphere number s ,

Date Trans_No_

W0 -number

Fluid name

Part number

Operator

Dispensed Unit

200 404-301552.24 34
201 404-3016:14:58 35
201 404-3016:17:009 36
2044-30 23307 37
20 40601 00 24:20 38
20 40601 O0:31:36 39

56789
56789
56789
48976
95632
75648

Fluid 2
Fluid 2
Fluid 2
Fluid 1
Fluid 3
Fluid 4

Fluid 2
Fluid 2
Fluid 2
Fluid 1
Fluid 3
Fluid 4

Hany
Hamy
Hamy
Hany
Matt
Jog

129 L
0oL
043 L
2L
186 g
343 L

Fag NI
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CORION
Has now bypass code for the Windows Vista, 7, 8, 8.1 and 10 data access bug.

Script Service (110)

It detects Windows 7, 8, 8.1 and 10 correctly.

OS version detection.
Fetch dispense point MinVolume and MaxVolume setting.

Added support for

e Wildcard validation.
Full control of all possible in and out pins on MPDM board.

e Print on “anything”.
¢ Reel open, pre-open and Trigg.
Fetch port and address for a given Reel number and sphere
Typically some readers send encrypted information and then ASCII characters like 01H, 10H,.... (below
20H) are received and such signs are not visible so they cannot be transferred as a dynamic parameter.

[ ]
[ ]
Interacting with a windows desktop form.

are not

L]
Not visible ASCII signs in input strings.
In Script Service 1.10 there is a parameter in the Script.ini file
Setting this to 1 will translate for example 01H to 30H 31H and that are visible and can be used as dynamic

input to a script session.
Characters that are “non standard” for all languages like &, A, 6, 0, 9, @, &, £, 0, U,

ConvertToAsciiCode=0
Special keypad / reader characters.
supported by the standard character map of the keypad LCD so they are graphically added to the LCD

Set
Module progress

dynamic memory. They are now converted correctly before sent to a script session.

Clear

Total prog

Set
Clase

con | Flash |

Eer

Graphics

Flashing - o[3102] (TChH100] - [4/4] Rebooting chip

[
Tine Leit 0:00
[
Engish =] [cotomo =] W HichSpeed  AutoResobe| R

HwFlash 1.10
Application window is now resizable.
Buttons added for the “New version” and “New language”

columns.
Clear will clear the whole column to make it easier to select

specific modules to update.
Set New language will set the whole column to the selected
language in the lower left corner language selector.

Set New version will right now only tell you how many

modules that are found.

OriLink® R10, What is new, 180426
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Messaging Service (1.10)
OS version detection.
It detects Windows 7, 8, 8.1 and 10 correctly.
OriLink® Messaging service x|
Is now fully developed in Visual studio 2010 so only .NET 4 ) =ystem: Running
Email —TankProbe SOAP ——
Guarded tanks: 6 Checkinterval: 0
Messages sent: 0 Mext checkin: O
Successful f Failed: 0 0 System; -
Check intervall: 1440 | [ TenkProbe MySQL——
Mext check in: 1394 System; oo

Needed Windows libraries
and C++ 2010 run-time libraries is needed.

(

Supported methods.
Mail, MySQL and MsSQL interaction.

Now support changing SMTP Port

Mail
Subiject line also in test mails.

Warning, scheduled and test mails
now works, logs and looks good.

Logging.
Is very much improved and with several possible log flags
to choose from.
Site
MName: I Auto Company Ltd Address: | Company street 4
" Tank Probe MySQL " Tank Probe M35QL
rTankProbe MySQL——————————— TabkProbeM3QL————
l— Warkshop ID: I—
Port Number: User Name: I
l— Password: I“m—
Check Interval: I

Manual reminder mail

management form.

Mail events
Support for events

FILLED and

EMPTIED have

added

It is now possible to manually send a reminder mail by clicking on
the <Reset status> button in the WinDb manager Tank

Settings For:
& Email
~Email
Smitp Server: IP Address:
Smip Port: 25
Email A it
i Accoun User Name:
Metwork Credential: ~ ESMTP & SMTP —
Paseword: e
User MName: Database:
Password: Table:
Subject: OriLink® tank level alert.
Check Interval: | 1440 Test Connection / Update Database | Test Connection f Update Database |
~Test
Email Recipient:
Send Save | Cancel | OK I
x
Fluid name [Motor o
Part number [MOG7ER
Tank number |1
Supplier ID [45ETw |
Tank scale l—’ x 1.000 —
Max volume [5000.00 | 5000,00
Re-order volume [500.00 | 500,00
Stop volume [250.00 | 250,00
Current stock [415.70 | 415,70
x| Dispense unit [ Tankunit [
(BeTe) G- Jis Tank type (000 - 111) 001 I™ Numeric stock update
TankNo |1
been Yo T [Con] Tank module settings
Time schedule TCM Address [8727) =l TCM Port (1 - 4) |2_
_ EMPTIED
Reminder AILLED Valve delay 0 [Seconds 0-255]
M MN&
ame REORDER Tank messaging settings
Company STOP .
e —— = Rlecipient lst |
S PO Message status FREORDER ﬂ[\\?m_l
Message text Tark 1. scheduled status message.
Cancel |
Infi i
nformation [Suppier lILI [Editiecod _’Ill
oK | Caneel |
4| 4 |[Edit record » |

OriLink® R10, What is new, 180426
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PLC100 and PLC200 modules
Since the use of the PLC features of the MPDM, TCM and TSM has inceased we have created unique softwares
and ActiveX controls for that.

To start with the integrated functionality of them is similar to the ones of the original modules but by separating
them we can remove the “tank specific” features and make room for much more general PLC features and
number of PLC code lines. Our goal is to be able to supprt not only in module local PLC but also in OriLink®
network remote PLC code.

The base address for PLC modules is set to 5000.

OriLink® Engine Pro -> PNP List |
Address | Type | Version | Flags | Uptime | BootReason | Las... | Mo... |

1000 MPOM100  MPOM10010 VT 14 11:55:00 Software 0.09 20

1120 MPDOM100  MPDM10010 WU 14 19:20:03 Software 0.19 =80

1121 MPOM100  MPDM10010 wu 29 20:52:18 Software 1585 79 Rescan |

1701 MPOM100  MPOM10010 WU 29 20:51:48 Software 0.02 &0

1702 MPDOM100  MPDM10010 WU 2802:34:13 Powerlip 1548 78

2017 PM200 PM20010 U 19 21:50:12 Software 15.29 66

2200 PM200 PM20010 WU 64 23:07:01 Software 13.88 67

2202 PM200 PM20010 VT 702:03:58 Powerlip 1499 &7

53011 KP100 KP10010 U 1500:18:20 Powerlp 1490 64

3017 KP100 KP10010 WU 28 22:31:34 Unknown 15.03 68

3110 KP100 KP10010 VT 1903:12:21 BOD 1471 67
14002 LED 101 LED10110 NT 8 23:57:12 Powerlp 15.57 85
14010 LED 101 LED10110 WU 6 20:19:35 Software 1594 72
H020 LED101 LED10110 VU 3 23:56:24 Reset 15.76 36
14030 LED 101 LED10110 WU 65 02:14:16 Unknown 15.66 88

5100 PLC 100 PLC10010 WU 0 00:04:48 Software 15.38 85

5200 PLC200 PLC20010 WU 0 20:41:16 Software 1460 73

(3001 TCM200 TCM20010 WU 002:56:22 Reset 1481 75

3002 TCM200 TCM20010 wu 1500:11:17 Software 14,35 77

3012 TCM200 TCM20010 WU 2802:15:22 PowerUp 14,23 75

(3101 TCM100 TCM10010 WU 0 00:04:13 Software 15.20 95

5102 TCM100 TCM10010 wu 0 00:03:26 Software 1443 92

PLC100
Flashing a MPDM with PLC100210.bin will turn it to a PLC100 module and by this also enable the graphics for it
in Neighbourhood and Layout.

il
E=p HmE = HE =p EHE =p #6E Eo o Ho
1F 00 15100 200 25100 00 EE L] L3100 45100 ﬂl g ﬂl g

u|:2 CirE

PLC200
Flashing a TCM200 with PLC20010.bin will turn it to a PLC200 module and by this also enable the graphics for it
in Neighbourhood and Layout. It supports interval in addition to level.

Il x

_H | B -Tm _I‘IF» H| E -120% _H H| 5 -Tm _I‘IF» H| E -120%
1/5200 1i5200 g 2S00 215200 g 25200 5200 g 4/5200 4i5200 g
(= 8 (5 5
0% 0% 0% S
Standard Inverted Standard interval Inverted interval
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WinDb Manager (110)

For winDb manager the focus have been on adding support for more features, customisation flexibility and

improvement on data handling.

Main window
The main Window has got a new background to
work better in Windows 8 and 10.
A size lock feature has been added to counter act
the auto-full screen feature of windows 7,8 and
10. This is enabled/disabled by the parameter

www.alentec.com

[DBManager]
AllowSizing=0

RN

In Orilink.ini file.

OriLink® WinDB Tools
File ViewData Management Reports Window Help

=10l x|

WinNnDE MaNAGER

<oRioN’

MONITORING SYSTEMS

Password support

Management encrypted password have been added. Since it is
encrypted it can only be added/changed
from the management menu.

If all passwords are removed the login form will not be shown.
Temporarily removing all passwords during install/configuring of a
system saves a lot of time. Remember to put them back when the
system is configured.

The manage work order form

The database has been changed to support more advanced work
order layouts when using scripted and not scripted integration.

As a result all jobs done on a certain work
order can be shown as a gathered report
instead of one for each job.

Zoom [100% =]

Fluid usage by WO number{s}

Report created 201 701-10

=] =]

i

File ViewData | Management Reports Window Help
WO-numbers

.
www.alentec.co Tanks WINDE MANAGER

Printing
Preset Codes
Suppliers
Al:ln’unii:ratl:wr

[ NN\N\ MONITORING SYSTEMS
Manage work order numbers —(O) x|
Work order number [123453 -
lobs on this work order
Jab Part number Allocated quantity | Dispensed quantity [ Status
» 1 MOE758 1,000 1.000 Closed
2 MOE758 Z,Elﬂq Z,[I[Iq Closed
2 MOE758 165,00 1,000 Open
7 W07 ] 7000 Open
5 MOB758 15,00 1,000 Open
5 MOE758 40,00 1,000 Open
[ Fa WO rurba ] AddW0-number Delete'w0-number |
Refresh | Close. | W]« |[Fecord T »|»

S OoEIEN®

i s o 7B SYEDEN

WO-number 1234589

Job Fluid name Part number

Total number of transactions: 7

Date Operator Reel No._Sphere no. Dispensed_Unit

MOE758
MO&758
MO6758
MO&758
MO6758
MO&758
MO6758

1 Motar ol

2 1
3 i
4 1
5 Motar ol
6 1
7 1

Mator i

100 100 L
200 200 L
100 100 L

0161031083317 Any One 1 1
1
1
1 100 100 L
1
1
1

20161031 085916 Any One 1
2016031030812 Any One 1
20161031 034501 Any One 1
2016031035640 Any One 1
2016103100531 Any One 1
20161041 1007:36 1

100 100 L
100 100 L

Any One 100 100 L

Pages MIAT M| |
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Reference:

Tank configuration
Now supports

Dispense - tank scaling and units.
Supplier.

Numeric stock update ON or OFF
Message status reset

Print managing form now has

Better support for multiple prints for the same reel.

Windows printing enable/disable

Print template selection from the correct place.

The “About” form now shows both database and language file

versions.

Print ID
Reel number
Sphere number

Print layout file

Printer module address

F

Fluid name [Mator i

Part number [MoE752

Tank number [1

Supplier ID J45E1w =

Tank scale (—X[ 1000 —y

Max volume [5000.00 | 500000
Re-order volume [500.00 | 500,00
Stop volume [250.00 | 250.00
Current stock |3700.00 | 370000

Dispense unit |L Tank unit |L

Tank type (000 - 111) 00a I¥| Numeric stock update

Tank module settings

TCH Address (8777)

TCM Pt (1-4) [

Valve delay [ (Seconds 0-255)
Tank messaging settings
Flecipientlist |
Message status ﬂl
Modify tark. | Add tank | Delete tank I
Ficfresh | Close |
o] o fFeeme ol

Configure printing

xl
i
|54
|5
| C:ADrilink ! ReciepthPCAWinDBLaser kit =

|\\SameFrintS erversHP-LI4

Windows Printing r
Edit printout | Add prinkout I Delete printout |
Refresh | Close I
L] | 4 ||Hec:0rd:1 » | M |
zl

—

[l@ N® Language ljle
SWEDEN

OriLink® WinDB Tools
Version 1,10 Release
Aentec 8 Ction AB Version: R10, Generic
Date: 180403
Database
Version: R10, Genetic
Date: 180403

Supported platforms are WIN 39X { NT f 2K { XP { Vista f 7f 8/ 8.1/10

Systemiia | [C 0 |
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