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1. Introduction
The OriLink® Messaging Service can be used to send messages through mail and SMS (SMS not available yet).
Typical application is to send messages when current stock of tanks reaches the reorder volume or stop volume.
2. Demands
To be able to run the messaging service there are some system demands that has to be for filled.
1. The monitoring system must be OriLink®.
2. The PC software must be Professional version R8 or later.
3. BetaAll 080311 update or later must be installed.
4

. The OriLink® Messaging Service (part number 23481) must be bought and validated in the
License.dat file.

o

The PC running OriLink® is in some way connected to the Internet.

6. The PC running OriLink® has access to a SMTP server and a functional E-mail account if
E-mail should be used for messaging.

7. The PC running OriLink® has access to a SMS service if SMS should be used for
messaging. (Not available yet)

It is recommended but not necessary

e That all hardware modules are equipped with flash chips (yellow label and showing V-Flag in “Update PNP
array”.

e That all hardware modules are flashed with the chip software in the installed BetaAll pack.

3. Installation

The messaging service is included in the OriLink® R10RCS installer so no installation is needed. Updates may
however exist.

For older OriLink®® versions the Messaging Service is distributed either as a set of files or as a
“Messaging vXXX.Zip” file containing the set of files. The files in the set are,

Setup.bat The installer.

Messagin.dll The service file.

MessaginMail.dll E-Mail support.

Messagin.ini Configuration file.

Messagin.txt Text file containing version history and simple installation manual.
OriLinkDB_0O2K.mdb New OriLink® database that supports the Messaging Service.
Lang.lan Language file that supports the Messaging Service.

WinDBManager.exe  Database manager that supports the Messaging Service.

Installation is done by simply copying and pasting the needed files to the correct folders. It can be done in two
different ways, by the installer “Setup.bat” or manually copy and paste.

3.1. Use the Setup.bat

The “Setup.bat” method is the recommended way when installing the service in a new system that has not been
used before. Make sure that you are logged in with administrative rights and then run “Setup.bat”.

NOTE! -To use the “Setup.bat” method all parts of the OriLink® software must be installed in the default
folders. (C:\Orilink and the WinDB Manager in C:\Orilink\WinDB Manager)

3.2. Manual Copy and Paste
Copy the following files to the OriLink® main folder (Default is C:\Orilink)

Messagin.dll Mandatory

MessaginMail.dll Mandatory

Messagin.ini Mandatory

Messagin.txt Not needed for the service but could be good to have.
OriLinkDB_O2K.mdb Mandatory

Lang.lan Mandatory

And copy the following file to the WinDB Manager folder (Default is C:\Orilink\WinDB Manager)

BN\
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3.3.

3.4.

WinDBManager.exe  Mandatory

Upgrading a used system

If you want to upgrade a system that has been used for a while both the “Setup.bat” method and the “Copy and
Paste” method can be used but some important measures must be taken.

The OriLink® database (OriLinkDB_O2K.mdb) contains some system configurations such as “Users” and
“Tanks” as well as historic data such as “Tank filling history” and “Made transactions”. To be able to use the
Messaging service support for it must be added to this database so if the current data should remain the database
must be updated instead of replaced.

NOTE ! -First step is as always to shut down all OriLink® software and then make a backup of the
complete OriLink® folder, default is C:\Orilink.

NOTE ! -Make sure that you really are making a backup of the used database. The used database is maybe
placed on some server and not the PC running OriLink®

3.3.1. Setup.bat (Upgrading)

After that you have made a backup run “Setup.bat”. Then copy the database (OriLinkDB_O2K.mdb)
from the backup to the OriLink® folder (default is C:\Orilink).

Open the database in the OriLink® folder with for example Microsoft Access and the database in the
Messaging file set.

Copy the following tables from the Messaging file set database to the database in the OriLink® folder.
AlertType
FluidContacts
MessageHistory
NotificationMethods
Then close both databases.

3.3.2. Copy and Paste (Upgrading)
Copy the following files to the OriLink® main folder (Default is C:\Orilink)

Messagin.dll Mandatory
MessaginMail.dll Mandatory
Messagin.ini Mandatory
Messagin.txt Not needed for the service but could be good to have.
Lang.lan Mandatory

And copy the following file to the WinDB Manager folder (Default is C:\Orilink\WinDB Manager)
WinDBManager.exe Mandatory

Open the database in the OriLink® folder with for example Microsoft Access and the database in the
Messaging file set.

Copy the following tables from the Messaging file set database to the database in the OriLink® folder.
AlertType
FluidContacts
MessageHistory
NotificationMethods

Then close both databases.
Updating Windows
The messaging service uses Windows DotNet 4 and Visual Studio C++2010 RunTime so these must be installed.

Older versions of the Messaging service also needs Visual Studio C++2005 SP1 RunTime.

All three can be found at Microsoft download page and also on the OriLink® CD in the \Extras folder.

L NNNSN |
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4. Validation in License.dat i
1. Registration Info:
The permission to run Add-on services and DMS-drivers in OriLink® is Company: [Company name
validated by a license file called License.dat. This file should be present in the ContactPersor:  |Compary contact persan
OriLink® main folder, default is C:\Orilink. Address: [Compary addiess
To obtain a License.dat that allows you to load the OriLink® Messaging Service | -* [Compey o
run the Software Licenser.exe that should be present in the OriLink® main — — —
folder. Phaone Number: |+nn e
Email: Iname@domain.nn
Fill in your info and select “Save on disk”. S
Mail the created “License.lic” file to Alentec & Orion AB to the following Type: [ces =]
address orilink@alentec.se Brands): fovo =]
Together with information about the things you want to have validation for and 3. How to register
some reference of how you have bought the things. A good reference is the g ga‘ﬁ a‘;mp'a‘mdisk
purchase order if possible. c D:hmeﬂ&grstrahan
. . — 4. Confirm:

5. Configuration —— s |
The message Service main configuration is done in the Messagin.ini file. This 5 EMaladdess
file also contains a simple manual describing what the different parameters do. | orlink@alentec.se

There are two ways that can be used to do the main configuration, Graphical or
manually by a text editor. Graphical is the preferred method and Manual is
mostly if you want to set it up more in details.

5.1. Graphical configuration

The graphical method is the recommended way. To use it the Message Service must be loaded in the OriLink®
Engine, se chapter xxx, and the Messaging Service main

) OriLink® Messaging service |
window must be open. System: Running
. . . . Emnail TankProbe SO4P
Move the mouse pointer to the Messaging Service main Guarded tanks: 4 Check interval: 0
window and right-Click and a menu will be shown. Messages sent: O Wzt @ el
Select Properties from the menu. Szesil]jiElzeh @ § @ |LSEE ==
P Check intervall: 30 |—STatnkPr0be MySQL —‘
A Password input request will be shown. Input the Mextcheckinm 30 TR T S
. ause Messagin
password and left-click OK button. St essaging
If the correct password has been used the properties
window will be shown.
The properties window is divided in five Properties E
area.s' Older VErsIions haVe IeSS areas and ’V:atma: IAutDCDmpanthd Address: |CDmpanystreat4 Area; | 123 45 Company Town
settings. ‘
Settings For:
% Email " Tank Probe MySGL " Tank Probe M55GL
Emal ————————————— ~TankProbeMysQL — | ~TabkProbeMsQL ————————————
Smtp Server; | mail.domain.nn 1P Address: |— Workshap ID: |—
S G = Part Mumber: l— User Name: l—
B R lm User Kame: l— Password: l—
MNetwork Credential: 5 ESMTP  SMTP BesmEih l— Check Interval: IU—
User Name: uid Database: l—
Password; Rk Table: [
Subject: OriLinki® tank level alert,
Check Interval: |30 Test Connection { Update Database | Test Connection | Update Database |
Test
Email Recipient:
recipient@domain.nn Send Save | Cancel I oK I
5.1.1. Site
This area is used to set a signature at the bottom of messages sent.
Name: Here you type in the Company name of the company that has the
monitoring system.
Address: Here you type in the delivery address of the company that has the
monitoring system.
Area: Here you type in the area code of the company that has the monitoring
system.

[ QYWY ]
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5.2.

5.1.2. Email
This area is used to setup essential parameters service.
SMTP Server: Here you type in the Smtp server name you want to use. It should look
something like this “smtp.phonecompany.domain”.
SMTP Port: 25 is the standard. 465 is sometimes used, often with SSL. 587 is used

by some ISP’s often for unencrypted or TLS.

Email Account: Here you type in the E-mail account you want to use as sender account.
It should look something like this orilink@company.domain.

Network Credentials: Some smtp servers demands smtp authentication before sending a
Email. If this is the case select “ESMTP” otherwise select “SMTP”.

User Name: If “ESMTP” is selected this box is enabled and should be used to input
the “User name” for the Email account typed in.

Password: If “ESMTP” is selected this box is enabled and should be used to input
the “Password” for the Email account typed in.

Subject: Here you should type in what you want to use as the subject line in
messages sent by the server. Default is “OriLink® tank level alert.”.

Check Interval: This defines how often the tanks should be checked and reminders on
not attended messages will pop-up on the PC screen. The value is in
minutes.

5.1.3. Tank Probe MySQL

This can be used to send continuous tank status messages to a MySQL server.
Included in the installation is the MySQL client, Libmysqgl.dll, used for this.

5.1.4. Tank Probe MsSQL

This can be used to send continuous tank status messages to a Microsoft SQL server.
This feature is for example used by the Scania VMI Chemicals TankProbe.

5.1.5. Test
This area is described in chapter “6. Testing” on.

Manually by text editor

Open the Messaging Service configuration file (Messagin.ini) with a text file editor. Use a simple one like
Notepad, NOT Wordpad or some other word processor.

Inside the messagin.ini file there are a simple manual at the bottom. This manual describes each parameter. Edit

IR

the parameters at the top part of the file (Lines without “;” in front) according to your preferences.
Then save and close the file.

After changing something it is a good practice to restart the OriLink® Engine or reload the Messaging service..

L NNNSN |
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6. Testing

Before any messages are defined in WinDB Manager it is recommended that the E-mail setup is working as it should.
This can be done from the Messaging Service properties window, se chapter “5.1 Graphical configuration”.

In the Test area type in a valid E-mail address that you have access to, in this sample some@domain.test, and click
(1.) <Save>. Then click (2.) <Send>.

If everything is OK this will be the result

E
it ]
Mame: | Auto Compary Ltd Address: | Company strest 4 Areai | 123 45 CompanyTawn
i
Settings For:
& Emal " Tank Prabe MySQL " Tank Prabe MS5QL
Email [ TarkProbemysol | TabkProbemsQL
Smip Server: | mail.domain.nn 1P Address: Workshop ID:
smprort: |z PP Mail have been senBRET | User Name:
Emal Account; | sender@domain.nn
Ussr Passiord;
o (7]
Metwork Credential: = ESMIP ¢ SMTP Pass o SUCCESS Check Interval: ln—
User Mame: uid .
Password: i Tabl
Subject: Orilink@ tank level alert.
Check Interval: |30 Test Connection { Update Database | Test Cannection { Update Database |
Test 1
Emai Recipient: .
[rcomoamnm | g || o e Cance

and a E-mail that looks like this should appear at the set address.

From: CriLink Sent: 2005-12-2215:58
To: some(@domain.test
Copy:
Subject: Orilink® tank level alert.
. =
Hi m

Test mail from OriLink® Messaging Service.

Auto Company AB
Company street 4
12345 CompanyTown

4]

The greeting (Hi) and the message body (Test mail from OriLink® Messaging Service.) can be modified by editing
the configuration file “Messagin.ini” under header [Test].

[Test]

Greeting=Hi
Body=Test mail sent by OriLink® Messaging Service.

L NNNSN |
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7.

Defining messages

Messages are defined per tank in OriLink® WinDb Manager.
From management menu select Tanks.

Browse to the tank for which messages should be set.

Click on <Modify tank> and then click on <Recipient list>.

Tank Management

Fluid name
Part number
Tank number

Supplier ID

X
[Motor cil
[MO&758
1
T

Tank scale '—0 x 1.000 —3

Printi
Frese

OriLink® WinDB Tools

File Vigw Data | Management Reports ‘Window  Help

WiO-numbers
Operatar

q
t Codes

Suppliers
Administratar

L \\\

E B
Max volume 500000 500000 ——— = Contact no. -
Re-order volume [500.00 [ 500,00 TankNo ' 0 TankMo : 0
Stap volume 250.00 250 Message reason REORDER =l Message reason REORDER =l
Current stock [a15.70 [ 415,70 Time schedule Time schedule
Dispense unit [L Tank unit [L Reminder = Reminder 5

Tank type (000 - 111) 001 ™ Humeric stock update Mame - = Name S ome Oiher =l
Tank module settings Company il Compary Ltd Company 0l Compary Ltd,
TCM Address [8777) 2001 TCM Port (1 -4) |2 Message method DISABLED e M R DISABLED Il
G0 [ (Seconds 0255) Message "address” [T —— Message “address™ ool Eailcompany. com

) . Message text Tank 1 needs filing up | Message tent Tank 1 needs fling up |
Tank settings

Recipient st |
Message status REORDER Fesetstats | [Eupple Information [Suppier
Madify tank | Add tank | Delets tark | Edit gipient I Delete recipient |
by

[ Close | Rehesh | Closs | oK | Carec |

Ll |« |Fresord 1 _>| Ll l‘ Ll [6ed record »m | |Edi| record p M

<LohjeN’

MONITORING SYSTEMS

ORILINK®

WIiNDE MANAGER

=101

Note! The individual reminder field is not supported yet. For now reminders are globally enabled or

disabled in the Messagin.ini file

When fields have been set as wanted, click <Ok>. If more messages should be sent for this tank choose
<Add recipient>.

When all is done click <Close> and then <Ok> or continue with another tank.

The signing of all mails is set in Messagin.ini file that can be edited by Notepad or graphically from messaging

properties form.

Site
[Name: Auto Company Lkd

Address: |Company skreet 4

Area; | 123 45 Company Town

Settings For:

= Email

~Ema —M8M8 —————————————
Smkp Server: mail. domain.nn
Smkp Pork: 25

Email Account: | sender@domain.nn

Network Credential: @ ESMTP  SMTP

User Name: ud
Password: HHBAL

Subject:

OriLink® tank level alert.
Check Interval: |30

" Tank Probe MySQL
r~Tank Probe MySQL

IP Address:

Port Mumber: I

User Name: I—
Password: |
Database: I—
Table: - |

—

Test Connection [ Update Database |

£ Tank Prabe M35GL
~Tabk Probe M3QL

——

Warkshop ID;
User Mame:
Password;

Check Interval: |0

Test Connection | Update Database |

[ Test

Email Recipient:

recipient@domain.nn send |

Save

| Cancel I OK I

L NNNSN |
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REORDER tank level mailing

This mode is used for sending alert messages when a tank reaches the set reorder level.

7.1.

7.2.

7.3.

WinDb Manager Tank recipient setting

=

Contact no.
TankNo

Message reason
Time schedule
Reminder

Name

Campany

Message method
Message "address”

Message text

Information

0K

24
1

REORDER -

0

[Also Staring =

Lubiicants Ltd
EX |
[some@somedomaintest
Tank 1 is smost empty and nesds filing

il supplier

| Cancal |

4| o [[Edtrecnrd

¥ ¥

ORILINK®

The resulting alert mail

STOP tank level mailing

From: Orilink Sent: 1i2018-04-17 10:45
To: ‘some@domain.test

Subject: OriLink tank level alert.

I3

Hi Alse Starring
Tank 1 is almost empty and needs filling

Fluid name: Motor oil
Part number: MO6758

Maximum capacity: 5000.8 L
Reorder level: 500.0 L
Stop level: 256.8 L

current stock: 448.@ L

Regards

Auto Company Ltd
Company street 4
123 45 CompanyToun

This mode is used for sending alert messages when a tank reaches the set stop level.

WinDb Manager Tank recipient setting

zl
Contact no. =
TankNo e
Message reason ﬁ

Time schedule
Reminder

Name

Company

Message method
Message "address”

Message text

Information

[OiComparyltd
B |
[some@somedomaintest

Tank. 1 is emply and must be fled s soon 2
possible |

[wiarchouse respansible

| Cancel |

] 4 |[Editrecod

FILLED status mailing

The resulting alert mail

From: OriLink Sent: 1 2018-04-17 10:55
To: some@domain.test
&
Subject OriLink® tank level alert.
N

Hi Also Starring

Tank 1 is empty and must be filled as soon as
possible !

Fluid name: Motor oil
Part number: F06758

Haximum capacity: 500@.8 L
Reorder level: 500.0 L
Stop level: 258.8 L

Current stock: 220.@ L

Regards
Auto Company Ltd U
Company street 4

123 45 CompanyTown

This mode can be used for sending a message when a tank has been filled.

WinDb Manager Tank recipient setting

5

Contact no.
TankNo

Message reason
Time: schedule
Reminder

Name

Company

Message method
Message "address™

Message text

Information

0K

16

1

FILLED -
0

[ehoStaring =]
[bieamsbd.
B |
[ome@somedomaintes]

Tark 1 has been filed

0l supplier

| Cancel |

14| 4 |Fdtrecerd

The resulting alert mail

From: Orilink. Sent i 2018-04-17 12:43
To: somed@ domain.test.
cc
Subject Orilink® tank level alert.
a

Hi Also Starring
Tank 1 has been filled.

Fluid name: Motor oil
Part number: MO6758

Maximum capacity: 580.6 L
Reorder level: 560.8 L
Stop level: 250.0 L

Current stock: 5000.0 L

Regards

Auto Company Ltd
Company street 4
123 45 CompanyTown

L NNNSN |
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7.4. CONT (INEOUS) status mailing
This mode can be used for sending scheduled tank status reports. The schedule is set as follows.
02:25:11:15 = 25th of February at 11:15
00:25:11:15 = 25th every month at 11:15
00:00:11:15 = Every day at 11:15

24:00:00:01 = Every hour, 02 = every second hour, etc up to 99
(24 is the “flag” that sets control to hour(s))

77:04:11:15 = Every Wednesday at 11:15
(77 is the “flag” that sets control to weekly. 04 = Wednesday)

01 = Sunday
02 = Monday
03 = Tuesday
04 = Wednesday
05 = Thursday
06 = Friday
07 = Saturday
WinDb Manager Tank recipient setting The resulting mail
Contact no. s To: ‘some@domain.test
TankNo i Ce
ey ﬁ Subject: Orilink® tank level alert. _
Time schedule [40cooot Hi Also Starring =
Reminder 0
Name T | Tank 1 status information
Company [obearsld. Fluid Name: Motor oil
Ll urliod EMAIL El Part Humber: MO6758
Message "address™ [ome@somedomantes]
Message text ok T s momaton Maximum level: 5088.0 |
Reorder level: 500.0 7
stop level: 250.0
Information [DTevmpler Current level: 5000.0
Regards
Auto Company Ltd
oK | Cancel | Company street 4 m
1[4 [Fawecod ST 123 45 CompanyToun

[ QYWY ]
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8.

Operation

8.1. How to load the Messaging service in OriLink®.
The Messaging service (Messagin.dll) is loaded in the OriLink® Engine in the same way as any other service.

It can be added manually in the Orilink.ini file under header [Services].

[SERVICE]

Service=Clock.dll;WinDB.dll; Messagin.dll
Or it can be loaded graphically from the Engine menu.

Right-click the Engine window or the small blue “O”
in the systray in the bottom right corner of the desktop.

Select menu item Properties.

Right-click in the white area under “Loaded services” and select “Load

new service”

Then select Messagin.dll.

The result should be something like this if it is successfully

loaded.

Confirm by clicking <Ok> and the result will be this.

OriLink® Engine Pro |

4§ > &
% . -
Custamize. ..

ORILINK®
Port COM1: [EXE]
Packet/Bytes: 0.0
CS/FR/TO: 000
Net Load: ozim
PC-side Clisnts Update PNP Array
Mo of modules: riLink® Neighbourhood
Status: -
Wersion StopEngine
Lan® IM
Properties $¥inDE"
Logs 3
WinDBManager

[Properties E|

2 [ G o) B osso mm

Poname [ Device name

' Lo 1

COM1 \Device\PCIS erall
CoM2 \Device\PIS erall

I” Disable Module Status Engine
I¥ Disable Broadeast Server

I¥ Disable FRAME_PNP' eg OldType
™ Disable Client Timeouts

Com Port(Ex. Com:] COM1
Baost Piority [10-80) 0

Cancel

OiLirk® WinDB Service +[1.010RC56]

~Loaded
Service Iden [ Fiename: [into [
OrLirk® Clack, Service v[1.010HCA] Ciock.dI 00200000
WirDB.dI 02620000

rfGad service,
Froperties

Select service file x|

Look_\n:l . Orilink.

Name =~

=~ B E
|-| Date modified |v| Type ;l

EEET
DhDocks.dl
Libmysql,dl

agin,di

Messagintail, I

MessaginFrobe.di

2017-02-2517:40  DLL File
2017-01-1617:50 DLLFle
2011-03-09 18:47  DLL File
2017- 39

2016-12-06 14:50  DLL File

2016-11-16 20:13 DL Fdilll
| r

<
File hame: |Messagm dil Dpen
Files of tupe: | Siervic files [ -l " 1] =l Cancel
|
[Properties =
Porthame | Device name | 0k
COM1  \Device\PCISenial]
COM2  \Device\PCISeriall Cancel
Com Part (Ex. Com1:] COMT
Boost Priaiiy (10:90) 40
I” Disable: Moduls Status Engine
I Disable Broadcast Server
I¥ Disable FAAME_PNP' eg OdType
I™ Disable Client Timeouts
~Loaded
Serice |dert [ Fiiename: [irfo [
OiLink® Clock Service v[1.010RCA] Clock.dl [T
OiLink® WinDB Service [T 0T0ACSE] WinDB.dI 02620000
OiLink® Messaging $ervice vT.010RCE] Messagind 64320000
K|
System: Running
TankProbe SOAP
Guarded tanks: 4 Checkintervall: 0
[ T 0 Mext checkin: O

Successful { Faled: 0 / 0

Next checkin; a0

Check intervall a0 TankProbe MySQL
System: -

OriLink® Messaging service |

Email
Guarded tanks: 4
Messages sent: 1}
Successful | Failed: 0 [ 0

Chedkinterval
Mesck check in:

System: Running
TankProbe SOAP

Check interyvall:
MNesck checkin:

g 20 TankProbe MySQL
25 ’;ystem: -------

L NNNSN |
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8.2. Messaging service cannot be loaded
If the Messaging service fails to load the cause can be one or more of the following.
e The existing license file Licens.dat is not valid for the Messaging service
e Microsoft dot NET 4, is missing.
e Microsoft visual studio C++ 2010 runtime is missing.
e Microsoft visual studio C++ 2005 SP1 runtime is missing. (Only older messaging service versions)

To get a license for the messaging service part number 23481 must be purchased and then a license request can be
mailed to orilink@alentec.se.

The Microsoft libraries can be found on Microsoft’s homepage and on the OriLink® CD under folder \Extras\

L NNNS |
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The Messaging service properties window

8.3.

8.4.

They Messaging Service properties window looks like this and it shows the messaging activities.

System:
Guarded tanks:

Messages sent:

Successful/Failed:
Check Interval:

Next check in:

If the main window is right-clicked with the mouse a

Shows if the service is Running or Paused.

OriLink® Messaging service |
System: Running

Shows the number of PC tanks that are setup in the Emai TankProbe S04
o Guatded tanks: 4 Check intervall:
Orl L| nk® database Messages sent: il Mexk check in:
. Successful [ Failed: 0 [ 0 | [2¥stemi -
Shows the number of sent messages since the last restart [ TankPrabe Myl
1 o System:  ——
Of the service. Next check in: 28 ’7

Shows how many of the sent messages that were successfully sent and how many that failed.
Shows the tank check interval set during configuration.

Shows time remaining until next check up.

OriLink® Messaging service |

menu comes Up- Syskern:  Running

Emall ——— - TankProbe SCAP
Selecting “Pause Messaging” will pause the service and Guarded tanks: 4 Checkintervall: 0
selecting “Start Messaging” will start it. Messages sent: O Next checkin: 0

Successful { Failed: 0 f 0 || Swstem: -

Check intervall: 30 [~ TankProbe MySQL

Mext check in: 30 S

% Pause Messaging
Start Messaging
Properties

Messaging service logging

The service logs in three different ways.

8.4.1. Messagin.log

The messaging service creates a log file, default is C:\Orilink\Logs\Messagin.log. What is logged can be
altered by using “Log flags”. Possible “Log flags” can be found in the manual part of the
C:\Orilink\Messagin.ini file.

Flags . (Information) and * (Errors) are always logged and cannot be switched off.

Here is an example where LogFlags=i

2017-06-16 21:13:48-.-C:\Orilink\Messagin.dll is loaded at [0x67470000] v[1.010RC6] logflags[i] maxlines[500]
2017-06-16 21:13:48-.-OS: NT Platform os[WIN7] ver[6.01.7601] sp[Service Pack 1]
2017-06-16 21:13:48-.-Service: Guard tank number [1]

2017-06-16 21:13:48-.-Service: Guard tank number [2]

2017-06-16 21:13:48-.-Service: Guard tank number [4]

2017-06-16 21:13:48-.-Service: Guard tank number [5]

2017-06-16 21:13:48-.-Service: Total number of tanks to guard [4]

2017-06-16 22:14:49-i-Mail: Send [Continuos] message for TankNo[1] ¢[0] m[OK] -> SUCCESS
2017-06-16 22:14:50-i-Mail: Send [Continuos] message for TankNo[4] c[0] m[OK] -> SUCCESS
2017-06-16 23:14:52-i-Mail: Send [Continuos] message for TankNo[5] ¢[0] m[OK] -> SUCCESS
2017-06-16 23:58:09-i-Mail: Send [Test] message for TankNo[ ] c[0] m[OK] -> SUCCESS

In a working system it is a good practice to remove all log flags so it only log errors.

8.4.2. SmtpError.text

Since the messaging service uses dot Net returned errors can be very bulky so for some errors the
C:\Orilink\Logs\SmtpError.txt is created.

OBSERVE ! This file is overwritten every time a new error of this type happens.

Here is an example of a typical content. The most interesting here is marked red. First the reason and then
the target IP address.

Error:

System.Net.Mail.SmtpException: Failure sending mail. ---> System.Net.\WebException: Unable to connect to the remote server --->
System.Net.Sockets.SocketException: A connection attempt failed because the connected party did not properly respond after a
period of time, or established connection failed because connected host has failed to respond nnn.nnn.nnn.nnn:nn

at System.Net.Sockets.Socket.DoConnect(EndPoint endPointSnapshot, SocketAddress socketAddress)

at System.Net.ServicePoint.ConnectSocketInternal(Boolean connectFailure, Socket s4, Socket s6, Socket& socket, IPAddress&
address, ConnectSocketState state, IAsyncResult asyncResult, Exception& exception)

--- End of inner exception stack trace ---

at System.Net.ServicePoint.GetConnection(PooledStream PooledStream, Object owner, Boolean async, IPAddress& address,
Socket& abortSocket, Socket& abortSocket6)

L NNNSN |
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at System.Net.PooledStream.Activate(Object owningObject, Boolean async, General AsyncDelegate asyncCallback)
at System.Net.PooledStream.Activate(Object owningObject, General AsyncDelegate asyncCallback)
at System.Net.ConnectionPool.GetConnection(Object owningObject, General AsyncDelegate asyncCallback, Int32

8.5.

[ QYN8 ]
14(15)

creationTimeout)

at System.Net.Mail.SmtpConnection.GetConnection(ServicePoint servicePoint)
at System.Net.Mail.SmtpTransport.GetConnection(ServicePoint servicePoint)

at System.Net.Mail.SmtpClient.GetConnection()
at System.Net.Mail.SmtpClient.Send(MailMessage message)

--- End of inner exception stack trace ---

at System.Net.Mail.SmtpClient.Send(MailMessage message)
at maillt(SByte* i_from, SByte* i_to, SByte* i_subject, SByte* i_message, Int32 i_credential, SByte* i_SMTPserver, Int32
i_SMTPport, SByte* i_user, SByte* i_password)

Send reminders

Automatic reminder mailing is always difficult because if you are not careful it can easily result in spamming and
that your domain is blocked due to that.

8.5.1.

8.5.2.

8.5.3.

Global reminders

Global reminders are set in the Messagin.ini file as parameter “Reminder”.

[System]
Password=2222
DBChecklnterval=2
Reminder=0

How to use it is specified in the manual part of the .ini file. If it is set to send reminders a reminder
window will pop-up at the end of every DBChecklInterval asking you to confirm sending the reminder

mail.

By tank and recipient reminders

This reminder feature is not supported yet so the setting has

no impact on the functionality.

Manually forced reminders

x|
Contact no. H
TankNo i
Message reason REDRDER =
Time schedule
Reminder 0
Name S orme Dther =l
Company 0l Compary Ltd
Message methad DISABLED =
Message "address™ soobEoilcompany. com
Message text Tark 1 reeds filing up !
Information |Suppher
ﬁt@m [ Delete recipient

Fisfresh | Close |

4| 4 |padrecad » M

When a tank alert message mail is sent a status for that is set in the database. In example below the tank is
in Status REORDER and reorder mails have been sent. If you want to manually send a reminder click
<Modify tank>. Then click <Reset status>. To save the change press <Ok> and the result is as in the third

picture
=
Fluid name [Motoret
Part number moerse
Tank number e
Supplier ID - |
Tank scale [—> x| 1o !
Max volume [soono 5000,00
Re-order volume [fooo [ soooo
Stop volume EE
Cunent stock R
Dispense unit [L Tankunit [L

[ I”| Numeric stock update

Tank type (000 - 111)

Tank module settings

| |
Fluid name [Moworat Fluid name [otorat
Part number [woerse Part number woerss
Tank number I Tank number .
Supplier ID E e | Suppier 1D [eew &

Tank scale —x| 1000 —y

Tank scale |—§ x 1.000 -3

Max volume [soonos 5000,00 Max volume [soono 500000
Re-order valume [fooo 500,00 Re-order volume [moon 500,00
Stop volume: [soo0 250,00 irp el [oon Z50.00
Current stock [f50 [ 4w Current stock [psm [ 4

Dispenss umit [L Tankunit L Dispense unit [L Tankwnit [

[ I”| Numeric stock update,

Tank type (000 - 111)

Tank module settings

001 I~ Numenic stock update

Tank type (000 - 111)

Tank module seitings

TCM Address (8777) [0 TCMPorl-41 [z TCM Address (8227) [sor | TcMPortn-4 2 TCM Address (8777 [or | TeMmPong-4) o
Valve delay [0 (Seconds 0-255) Valve delay [ (Seconds 0-255) Valve delay [ (Seconds 0-255)
Tank messaging sottings Tank messaging settings Tank messaging settings
Recipient fist Recipient list Recipiert st
Message status [REORDER | | Fesctsiois Message stalus [FEORDER  _ Resat fous Message status [ || Aesersmns
Moy tank | Addtank | Delete tark. | Modiy tank | Add tank | Delete tark |
Bess o g = e
4]« |ecod T | 4| 4 |Edrresod | | 4 |[Pare |
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9. Messaging history
The service also keeps a track of sent mails in the OriLink® database. ol

File | Wiew Data Management Reports  ‘Window Help

Transactions
Transactions Table
Operatar Database

Tank Stock update history

et vice transaction table

P
rF—

L oRioN®

To look at this use Task e L =1olx
.. N Messaqe history by date
Orl L|nk® WlnDb Manager No. Tank Number|Date Cause Method "Address" Status =
| . Y| = 4 20170616 231461 TONT EMAIL S omeNamei@domain rn Sucoess —
Menu “View Data”, item 50 5 0770616 23165 |CONT EMAIL SomeName@domain i Suooess
« . " o 7 70616 231850 |CONT EMAIL S omeNamei@domain i Sucoess
Tank message h1story . [ 1 70616 221450 |CONT EMAIL S omeNamei@domain i Sucoess
[ 7 70616 221448 [TERT EMAIL S omeNamei@domain i Sucoess
[ 1 7671 184118 [GI10F EMAIL S omeNamei@domain i Sucoess
i 7 7621 184118 | FENADER EMAIL S omeNamei@domain i Sucoess
K] 5 7621 174118 | FENRDER EMAIL S omeNamei@domain i Sucoess
[ 1 761 174117 |CONT EMAIL S omeNamei@domain i Sucoess
il 7 761 17417 [TERT EMAIL S omeNamei@domain i Sucoess =
Oz | M4 |[Resod AL

[ Y\ ]
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